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Personal computer hard disk protection system 
I Fisherman, OV Kouznetsov, SP Pavlishin, AN ,,. •■ US Patent 1997 - Google Patents 
... REQUEST HANDLER INITIAL KEY PROGRAM ,56 PROTECTION CONTROL COMMAND 
HANDLER DISK ... the detailed description when considered in connection with the central 
1 , a conventional personal computer controller; system basically comprises application ... 
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BG Liu ■ US Paienr App. i0/296 : 254, 2002 - Google Patents 
... exception is caused by a breakpoint condition in the kernel-loadable module, for changing the 
state ... After the mdb module 170 accepts a command to permit the debugged module 180 to ... 
debugged module 180 continues to run from the breakpoint, with the same CPU status that ... 
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Supervised contextual language acquisition system 

P Morin, J Junqua ■ US Patent 5,748,841 , 1998 Googie Patents 

... dialogue context, a dialogue model and syntactic-semantic grammars to progressively build 

commands which, to ... Output Jncertainty _ Solver t Input Processor Script Dialogue Instruction - 
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S ?mi J Vila, I Ripoi! •• Reai-Tifte Linux Workshop. 2003 • teconHieaoro 

... been the solu- tion for the industrial and automation world during years, but now, that is changing. ... 

Masking an interrupt means that the processor won't re- ceive the interrupt until unmasked. ... is 

called when the driver module is removed by means of the Linux command rmmod. ... 



Data processing apparatus handling plural divided interruption 

T Matsuzaki, N Higaki - US Patent 5,828,018, 1997 - Google Patents 

... Motorola Inc., MC68040 32-Bit Third-Generation Micro- processor, 1989. ... The object of the present 

invention is to provide an inter- ruption processing apparatus which allows for improve- ments 
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Collaborative server processing of content and meta-information with application to ... 
BT Haiioem, PK Malkin, Ri Schloss, SR White, ... - US Patent ... ( 2001 - Google Patents 
... 2_ PROCESS DETERMINING j HANDLER 2060—, 2070 _ 201 0 A -v \ PROCESSING HANDLER 
f CPU J - A H ... Server Any computer that performs a task at the command of another computer 
is a server. ... Adding and changing the required processing can be 25 difficult for users. ... 



fpsi PIPS 2.1 Parallel Image Processing System 

G Schreiber, H Schuiz-Mlrbach ■ 1995 - informatik.usil-freibiirg.de 

... The better solution is to distribute the image data without redundancy. In this case the distribution 

is independent of the local algorithm but it is necessary to exchange the missing pixels at runtime. ... 
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